
ELAK-5-7
JUNCTION BOX FOR ORDINARY AND HAZARDOUS LOCATIONS

Product Overview
Junction box made of antistatic polyamide (PA), designed 
for connecting up to two cables. Approved for use in 
both hazardous and non-hazardous environments.

Features and Benefits
•	 Commercial and industrial applications
•	 For SR-NA and SR-HA Series trace heaters
•	 Comes with integrated terminals for terminating 

two (2) heating circuits and is designed for 
standalone, wall or panel mount installations

•	 ELAK 5.7 comes with two (2) pre-drilled 0.75in. F-NPT 
openings for termination of Eltherm’s Power Connection 
Kits and one (1) M25 entry for power (fitting included)

•	 Constructed of highly durable polyamide material 
providing high chemical resistance, excellent electrical 
characteristics and superior ambient temperature ratings. 

Specifications
Housing
•	 Antistatic polyamide compound
Ingress protection
•	 IP65 (NEMA 4 equivalent)
Operating/control voltage
•	 120/208–277VAC ±10%, 50/60Hz
Ambient temperature
•	 -40°C to +50°C (-40°F to +122°F) (T6, T85°C)
•	 -40°C to +50°C (-40°F to +131°F) (T5, T100°C)
•	 -40°C to +50°C (-40°F to +140°F) (T4, T135°C)
Operating temperature
•	 -40°C to +50°C (-40°F to + 122°F) (T6, T85°C)
Nominal current
•	 Max. 36A

Terminals
•	 20–8AWG (0.5–10mm²)
Dimensions L × H × D
•	 5in. × 4.75in. × 3.5in. (127mm × 121mm × 89mm)
Weight
•	 2.2lb. (1kg)

Ratings
Hazardous location
•	 Rated for Class I, Zone 1 or Class I, Division 2 Group 

A, B, C, D, ONLY if used with ELVB-SREX-34-HT kit.
•	 ELVB-SRAN-34-ST kit or KIT-OSR-ELSR-NA 

can ONLY be used in normal locations.
Certification
•	 CSA/C/US
•	 CSA/C/US 19.2547790

Models

Product # Description

ELAK-5-7
Junction box, 5in. L × 4.75in. H × 3.5in. D 
CEC and NEC approved, antistatic 
polyamide compound

delta-therm.com / US: 800 526-7887 / CAN: 877 335-7790



*=Mass reduced down by taper
Free mass - Tolerance according to DIN 16901-140
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Total height: 3.58in. (91mm)

Bottom

0.98in. (25mm)

Cylinder head screw
M6 × 35/10 similar to DIN84 

Rotation lock
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Wiring Diagram

Dimensions
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