
ELL-220-A
HIGH PROFILE END SEAL KIT ON PIPE WITH RED LIGHT

Product Overview
The BARTEC ELL-220-A terminates BARTEC 
heating cables with a visible LED status indicator. 
It’s designed for easy maintenance in industrial, 
hazardous-area, trace-heating systems.

ELL-220-A High-profile end seal kit on pipe  
with red light for BARTEC BPL trace heaters.

Specifications
Ambient temperature range
•	 -40°C to 40°C (-40°F to 104°F)
Min. installation temperature

	- -40°C (-40°F) 
Max exposure temperature (BPL)
•	 Continuous: 

	- -40°C to 350°C (-40°F to 644°F)
•	 Intermittent: 

	- -40°C to 425°C (-40°F to 797°F)
Power supply
•	 Max. 277VAC
Ingress protection
•	 NEMA Type 4X/IP66
Max. power conductor size
•	 10 AWG (6 mm²)
Heater dimensions
•	 Outer dimensions

	- 0.42in. × 0.3in. (10.7mm × 7.7mm)
•	 Bus wires

	- 12AWG (3mm2)
•	 Terminals

	- Spring clamp Ex e; 2 × 2 line, 1 × 2 PE
Dimensions
•	 4.7in. × 4.7 × 3.5in (122mm × 120mm × 90mm)

Certifications/Approvals
•	 BARTEC GRP Junction Box; 

	- Class I, Div. 2, Groups A, B, C, D
	- Class II, Div. 2, Groups E, F, G
	- Class III

•	 Connection kit
	- Class I, Div. 2, Groups A, B, C, D
	- Class II, Div. 2, Groups F, G
	- Class III Div. 2
	- Type 4X 

Kit content

Included material
•	 1 × cover for junction box incl. 4 fixing screws
•	 1 × junction box with connection terminals “-A” 

boxes 4.8in. × 4.7in. (122mm × 120mm)
•	 1 × top unit of the mounting stand 

      incl. sealing ring and lock nut
•	 1 × base unit of the mounting stand
•	 1 × inner heat shrink tube for end termination
•	 1 × outer heat shrink tube for end termination
•	 2 × heat shrink tube for bus wires
•	 1 × outer heat shrink tube for bus wires
•	 1 × bonding clip
•	 1 × bonding jumper for bonding clip
•	 1 × fixing screw for bonding clip ISO 1207, M4×10
•	 1 × washer ISO 7089, M4
•	 1 × nut ISO 4032, M4
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