
OTH3600P-GA
PROGRAMMABLE ELECTRONIC THERMOSTAT FOR FLOOR HEATING SYSTEM

Product Overview
Compatible with all indoor floor heating systems, our 
attractive and elegant thermostat line provides the comfort 
and precision you desire with state-of-the-art technology.

For your safety, all of our indoor floor heating 
thermostats are protected against malfunction 
by a built-in ground fault circuit interrupter.

Features
Type
•	 Programmable, electronic, double-pole, 4-wire 

thermostat for floor heating system
Color
•	 Standard: white
Voltage
•	 120/208/240V, 50/60Hz
Rating
•	 15A at 120/208/240V
Control
•	 15-minute cycle
•	 Resolution and precision: ± 0.5 °C (1 °F)
•	 Auxiliary contact offers the possibility of controlling 

supplemental heat sources to be added by either 
using an expansion unit (TR1310-120-240GA) for 
heated floors or using a low voltage relay and a 
low voltage transformer for an electric heater

Temperature range
•	 Floor: 5°C (40°F) to 30°C (86°F)
•	 Ambient: 5°C (40°F) to 30°C (86°F)
Temperature control mode
•	 A mode: Ambient temperature control and 

possibility of limiting the temperature of the 
floor using an external temperature sensor

•	 F mode: Floor temperature control using an 
external temperature sensor and possibility 
of limiting the ambient temperature
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OTH3600P-GA
PROGRAMMABLE ELECTRONIC THERMOSTAT FOR FLOOR HEATING SYSTEM

Ordering Information
Product # Description Amp. Volts Protection

OTH3600P-GA1, 2 Programmable electronic thermostat 
for floor heating system 15 120/208/240 Class A 

GFCI 5 mA3

TR1310-120-240GA2 Expansion unit for floor heating system 15 120/208/240 Class A 
GFCI 5 mA3

1	 15’ (4.6 m) floor sensor included. 
2	 Standard color is white
3	 GFCI: Ground fault circuit interrupter..

Display
•	 Digital display of actual and set point 

temperature (°C or °F), heating level, actual 
mode and clock (12 or 24-hour format)

•	 Temperature set point and settings 
are permanently recorded

•	 Time and date retained up to 8 hours 
during a power outage

•	 GFCI fault indicator
•	 Backlit
Program
•	 7 days, 4 settings/day
•	 Pre-programmed or personalized schedule

Mode
•	 Automatic, Manual, No freeze and Sleep
•	 Boost (timer) available in ambient 

mode with auxiliary contact
Installation
•	 4-wire thermostat with ambient and floor sensor

Certification
Compliance with standard CAN/CSA-C828-13
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